<table>
<thead>
<tr>
<th>Parameters</th>
<th>Fortinet</th>
<th>Meraki</th>
<th>VMware VeloCloud</th>
<th>Cisco Viptela</th>
<th>Silver Peak</th>
</tr>
</thead>
<tbody>
<tr>
<td>Product</td>
<td>FG-200F</td>
<td>MX 100</td>
<td>Edge-840</td>
<td>vEdge-2000</td>
<td>EdgeConnect S</td>
</tr>
<tr>
<td>VPN throughput</td>
<td>13 Gbps</td>
<td>1.3 Gbps</td>
<td>1 Gbps</td>
<td>10 Gbps</td>
<td>1 Gbps</td>
</tr>
<tr>
<td>Max G/W to G/W</td>
<td>2500</td>
<td>250</td>
<td>400</td>
<td>Not Published</td>
<td>Not Published</td>
</tr>
<tr>
<td>IPSEC Tunnels</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SSL Inspection Performance</td>
<td>4 Gbps</td>
<td>N/A</td>
<td>No SSL Inspection</td>
<td>No SSL Inspection</td>
<td>No SSL Inspection</td>
</tr>
<tr>
<td>In-built NGFW</td>
<td>Yes</td>
<td>Yes</td>
<td>No</td>
<td>No</td>
<td>No</td>
</tr>
<tr>
<td>Threat Protection</td>
<td>3 Gbps</td>
<td>650 Mbps</td>
<td>NA</td>
<td>NA</td>
<td>NA</td>
</tr>
</tbody>
</table>